
Technische Beleuchtungsparameter »Camping Leuchte«

Maximale Lumen bei 100% Leistung ≥ 150 Lm

Maximale Lumen bei 50% Leistung ≥ 70 Lm

Maximale Lumen bei 100% Leistung  (Blinken) ≥ 30 Lm

Leuchtdauer bei maximaler Ladung (100%) ≥ 3 Stunden

Leuchtdauer bei maximaler Ladung (500%) ≥ 6 Stunden

Arbeitszeit nach vollständiger Ladung (Blinkend) ≥ 8 Stunden

Technische Beleuchtungsparameter »Insektenkiller«

Ultraviolett (UV) LED 6 x 0.06 W

Ultraviolett (UV) Wellenlänge 360 – 400 nm

Leuchtdauer nach vollständiger Ladung ≥ 30 Stunden

Netzspannung ≥ 500 V

Leistung 5 W

Technische Daten

Spezifikationen »Akku« 3,7 V, 2000 mAh Li-Polymer Akku

Eingangsspannung/Stromspannung 5 V /1 A

Vollständige Ladezeit via USB Input Kabel ca. 3 Stunden

Leuchten LED 5730 SMD, 7500 – 8000 K

Insektenkiller 0.06 W, Ø 5 mm



Main Technical Parameters »Lighting«

The Max. Luminous Flux (100% Liqhtinq) ≥ 150 Lm

The Max. Luminous Flux (50% Lighting) ≥ 70 Lm

The Max. Luminous Flux (Flashing) ≥ 30 Lm

Working Time after Fully charge (100% Lighting) ≥ 3 hours

Working Time after Fully charge (50% Lighting) ≥ 6 hours

Working Time after Fully charge (Flashing) ≥ 8 hours

Main Technical Parameters »Mosquito Killer«

Ultraviolett (UV) LED 6 x 0.06 W

Ultraviolett (UV) Wave Length 360 – 400 nm

Working Time after Fully charge ≥ 30 hours

Grid Voltage ≥ 500 V

Power 5 W

Others

Specification of Built-in Battery 3,7 V, 2000 mAh Li-Polymer Battery

Input Voltage/Current 5 V /1 A

Fully Charge Time via USB Input Cable Approx. 3 hours

Lantern LED 5730 SMD, 6000 – 6500 K

Ultraviolet LED 0.06 W, Ø 5 mm


